


Model

Product

Lamp body material

Led Lamp Size (mm)

Led Light Source

Led Color Temperature
(Available to choose from)

Beam angle

Photovoltaic panel

Lithium Battery (mAh)

Control System

Light up mode

Working hours

Installation height

Charging time

IP grade

GD-LD-S11

50W
3 MODULE

840*362*50

Highlight Bridgelux
3030 90PCS

White

150*70°

Monocrystalline
18V/ 50W

12.8V 19AH

4-5M

4-6 hours

IP65

GD-LD-S11

80W
4 MODULE

                    6064 aviation aluminum

1090*435*50

Highlight Bridgelux
3030 200PCS

White

150*70°

Monocrystalline
18V/ 80W

12.8V 38AH

6-7M

4-6 hours

IP65

GD-LD-S11

140W
8 MODULE

1210*600*50

Highlight Bridgelux
3030 400PCS

White

150*70°

Monocrystalline
18V/ 1400W

12.8V 62AH

10-12M

4-6 hours

IP65

GD-LD-S18-PMW

200WLED
3 MODULE

900*400*50

Highlight Bridgelux
3030 90PCS

White

150*70°

Monocrystalline
5V/ 60W

3.2V 55AH

5-6M

4-6 hours

IP65

GUANGDU brand solar special time-sharing intelligent controller light control time control, with overcharge and overdischarge, 
anti-reberse connection, anti-short circuit, lightning protection and other protection functions

Radar sensing mode or time control mode

3-7 Rainy days

 "Different models, with different power, available on request”
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